
Y O U R  Y O K O T A   D E A L E R

Yokota Impulse Wrenches
•  Have proven themselves worldwide in the 
 leading car- and general assembly industry,   
 tightening threaded fasteners.

•  Are light, powerful and small and very 
 importantly they have no kick-back. 

•  Are extremely low weight and good for use   
 with non-lubricated air.

P R O F E S S I O N A L  A I R T O O L S

Shut-off Impulse wrench

YLT Series

H I G H  P E R F O R M A N C E

* The specif ied torques are to be used as a guidance only.

•	 Maximum accuracy	
 Extreme accurate and fast. Repeatability, new principle:   
 shut -off valve and reset

•	 Maximum	durability
 Check valve mechanism reduces load on the O-ring   
 inside the oil pulse mechanism. 

•	 Maximum	ergonomics
 Ergo touch / Ergo grip / Ergo trigger

•	 Maximum	environment 
 Reduction of CO2 emission / Low noise / Low vibration

NEW!

YLT-Series
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YLT50A 1/4" 6K 5 4.300 4,5 - 8 4,2 PT 1/4" 0,95 6,5 164 22,5 1,1 70
YLT60A 1/4" 6K 6 5.300 60 - 13 5,5 PT 1/4" 0,95 6 164 22,5 1,4 72

YLT70A 1/4" 6K 6 - 8 6.800 13 - 28 6,0 PT 1/4" 1,01 6 177 23 1,8 74

YLT50E 3/8" 4K 5 4.300 4,5 - 8 4,2 PT 1/4" 0,95 6,5 164 22,5 1,1 72

YLT60E 3/8" 4K 6 5.300 7 - 15,5 5,5 PT 1/4" 0,95 6 164 22,5 1,4 72

YLT70E 3/8" 4K 6 - 8 6.800 15 - 32 6,0 PT 1/4" 1,01 6 177 23 1,8 74

YLT80E 3/8" 4K 8 6.800 30 - 55 7,3 PT 1/4" 1,12 6 187 24,5 1,9 78

YLT110E 1/2" 4K  10-12 5.800 50 - 85 8,3 PT 1/4" 1,51 9,5 194 28,5 1,8 81

YLT120E 1/2" 4K 12 5.400 70 - 115 8,6 PT 1/4" 1,79 9,5 201 31 2,2 83

YLT140E 1/2" 4K 14 5.200 110 - 150 11,8 PT 1/4" 2,08 9,5 214 32,5 5,2 85

YLT150 3/4" 4K 16 4.400 140 - 210 11,8 PT 1/4" 2,95 10 237 38,5 6,2 85


